
PROFACE X-TD AND SPEEDFACE V5L-TD 
USUAL PROCEDURES



CHECKING TEMPERATURE WITHOUT IDENTIFICATIONChecking temperature without identification

1. Access to main menu



Checking temperature without identification

2. Select system



Checking temperature without identification

3. Select “detection management”



Checking temperature without identification

4. Enable “Allow unregistered people to access”

Optionally, set enable capture of unregistered person to save temperature data



Enable mask detection

1. Access to main menu



Enable mask detection

1. Select “system”



Enable mask detection

3. Select “detection management”



Enable mask detection

4. Enable ”mask detection”

Optionally, enable Deny access without mask to prevent access without mask



Capturing picture when identifying

1. Access to main menu



Capturing picture when identifying

2. Select “Attendance search”



Capturing picture when identifying

3. Select “cameramode”



Capturing picture when identifying

4. Choose the required option



Connecting device to Zkbioaccess – Zkbiosecurity -Zkbiotime – Gotimecloud

1. Access to main menu



Connecting device to Zkbioaccess – Zkbiosecurity -Zkbiotime – Gotimecloud

2. Select “COMM.”



Connecting device to Zkbioaccess – Zkbiosecurity -Zkbiotime – Gotimecloud

3. Select “Cloud Server Setting”



Connecting device to Zkbioaccess – Zkbiosecurity -Zkbiotime – Gotimecloud

4. When using ZKBIOACCESS – ZKBIOSECURITY – ZKBIOTIME. Make sure
that the option Enable Domain name is disabled and input correct server
address and port



5. When using GOTIMECLOUD. Make sure that the option Enable Domain
name is Enabled and input https://devices.yourtimecheck.com:4372 as server

Connecting device to Zkbioaccess – Zkbiosecurity -Zkbiotime – Gotimecloud

https://devices.yourtimecheck.com:4372/

